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3 /16"
(5mm)

Specifications:
Material: Solid Brass
Glass Thickness: 3/8" (10mm) to 1/2" (12mm)
Hole Size Required: 3/4" (19mm)
Includes: Mounting screws and gaskets

GLASS CLAMPS
Geneva and Melbourne Wall Bracket
CAT. NO. GE90S AND ME90S

3 -1/2"
(89mm)

3 -1/2"
(89mm)

2"
(51mm)

2 -1/8"
(54mm)

2 -1/16"
(54mm)

GLASS CLAMPS
Pinnacle and Prima Wall Bracket
CAT. NO. P190S

Specifications:
Material: Solid Brass
Glass Thickness: 3/8" (10mm) to 1/2" (12mm)
Hole Size Required: 3/4" (19mm)
Includes: Mounting screws and gaskets
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Marble or Tile

Glass Panel

Wall

 2-1/4"
(57mm)

 1-5/16"
(33mm)

1/8"
(3mm) Gap

3/4"(19mm) Diameter Holes

Wall, Floor or Ceiling

Tile

Important: Project measurements from the edge of the glass.

GLASS CLAMPS
Geneva and Melbourne Wall Bracket
CAT. NO. GE90S AND ME90S
Pinnacle and Prima Wall Bracket
CAT. NO. P190S
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