
STEP 1 - Remove the release paper from the plastic liners 
included with Mirror Mounting Clips and position 
them in the Mirror Mounting Clip channels.

STEP 2 - Determine the location of the mirror on the surface 
where the Mirror Frame is to be positioned.

STEP 3 - Mark the Mirror Frame’s bottom left corner.

STEP 4 - Measure, mark, and drill holes for Bottom Clips as 
shown on Figure A.

STEP 5 - Fasten Bottom Clips.

Install Top Clips:
STEP 6 - Position the frame, making certain that the frame is 

fully inserted, pushing up against the Bottom Clips.
Full contact is important.

STEP 7 - Position the Top Left Clip as shown in Figure B. Make 
sure there is contact between frame and clip. Do not 
push clip against frame, just make contact.

STEP 8 - Mark the hole, remove the frame, drill hole, and then 
fasten the Top Left Clip.

STEP 9 - Repeat steps 6 through 8 to mount the Top Right Clip.

Install Mirror and Frame:
STEP 10 - Position the frame behind Bottom Clips, tilt it, push 

all the way up, swing toward the wall, and snap 
top of frame onto Top Clips as shown in Figure C.

To Remove Frame:
STEP 11 - Insert Clip Release Tool through the holes in the 

top of the frame and push down while pulling the 
frame towards you as shown in Figure D.
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Note mirror size cutting guidelines on opposite page. All CRL TPM Series Theft-Proof Mirror Frame
products should have 1/2” (12.7 mm) clearance at the bottom, and 2” (50.8 mm) clearance at the top.

Install Bottom Clips:

All measurements
are taken from this
frame corner

5/8"
(15.9 mm)

Frame 
Width

5/8"
(15.9 mm)

Figure A

Figure B

Frame and clip contact
Just make a contact-Do not push clip up

Center-to-center=
Frame width - 3" (76.2 mm)

1-1/2"
(38.1 mm)

1-1/32" 
(26.2 mm)

Full frame and clip(s) contact
Push frame, all way up, against clips

Figure DFigure C

Center-to-center
=Frame width - 1 1/4" (31.7 mm)



Note: If mirror weight exceeds 40 pounds (18.1 kg), Intermediate Clips will be provided in addition to 
the Theft-Proof Clips.

1) When installing custom oversized mirrors follow the procedure for 
Installation of Bottom Clips and Top Clips on opposite page, then 
proceed with Intermediate Clip installation as illustrated in Figure E.

2) Note: Intermediate Clips consist of two parts - (1) Clip and (1) Vinyl Spacer.
Make sure that Intermediate Clips are aligned with Theft-Proof Clips, and equally 
spaced. After installing each Intermediate Clip, place strip of supplied clear Vinyl 
Spacer on top edge of Clip prior to installing Frame.

3) To install frame and remove frame, follow steps 10, 11, and 12 on opposite page.

Mirror Size Cutting Guidelines:
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Theft-Proof
Clip Set

Clips MUST 
be aligned

Intermediate
Clip Set With
Vinyl Spacer

Theft-Proof Clips

Intermediate Clips

Equal Distance

Clips MUST 
be aligned

Top Clips

Bottom Clips

CRL TPM Series Theft-Proof Mirror Frame and Mirror Sizes

Frame Size Mirror Size

Width

16" (406 mm)

16" (406 mm)

16" (406 mm)

18" (457 mm)

24" (610 mm)

24" (610 mm)

24" (610 mm)

Width of frame = 
Width of mirror
+ 1/4" (6.3 mm)

Height

20" (508 mm)

22" (559 mm)

24" (610 mm)

24" (610 mm)

24" (610 mm)

30" (762 mm)

36" (914 mm)

Height of frame = 
Height of mirror 

+ 9/16" (14.3 mm)

Width

15-3/4" (400 mm)

15-3/4" (400 mm)

15-3/4" (400 mm)

17-3/4" (451 mm)

23-3/4" (603 mm)

23-3/4" (603 mm)

23-3/4" (603 mm)

Width of mirror = 
Width of frame 
- 1/4" (6.3 mm)

Height

19-7/16" (494 mm)

21-7/16" (545 mm)

23-7/16" (595 mm)

23-7/16" (595 mm)

23-7/16" (595 mm)

29-7/16" (748 mm)

35-7/16" (900 mm)

Height of mirror = 
Height of frame 

- 9/16" (14.3 mm)

Product
Number

TPM1620

TPM1622

TPM1624

TPM1824

TPM2424

TPM2430

TPM2436

CUSTOM

Figure E
Equal Distance Equal Distance

Equal Distance Equal Distance Equal Distance



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


