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CENTERLINE OF MLSP6BS
GLASS TO GLASS HINGE
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DESCRIPTION:
MLSP6BS 180 DEGREE GLASS TO GLASS HINGE

MLSP6BS GLASS
FOR 1/2" (12 mm) THICK TEMPERED GLASS C.H.

(SEE CHART)

GLASS FABRICATION  

MLSP6BS
MLSP6BS POST

SPECIFICATIONS:
BASE DESIGN: SELF CLOSING 180 DEGREE GLASS TO GLASS, SINGLE ACTING.

FOR USE WITH: 1/2" TEMPERED GLASS

MATERIAL: 316 GRADE STAINLESS STEEL MOUNTING PLATES,
BLACK MOLDED POLYMER HEAVY-DUTY HINGE.

GLASS FABRICATION: FOR 1/2" (12mm) GLASS.  (4) 11/16" DIAMETER HOLES, 
(2) IN GATE DOOR AND (2) IN THE JAMB LITE.

INCLUDES: RUBBER GASKETS AND FASTENERS.

CATALOG NUMBER
TEMPLATE USED FOR:

ALWAYS USE DIMENSIONS SHOWN ON THE PLAN.
DO NOT SCALE OR DIMENSION ACTUAL DRAWING 

TO ENSURE ACCURACY

GLASS FABRICATION TEMPLATE FOR MLSP6BS
180 DEGREE 1/2" GLASS TO  1/2" GLASS HINGE.


