
CRL ADJUSTABLE STANDOFF RAILING SYSTEM
CRL GLASS RAIL STANDOFF FITTINGS RS0B2XBS, RS0B2XPS, RS0B2XMBL
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60" [1524.0 mm] MAX RECOMMENDED

GLASS PANEL WIDTH

TOP EDGE OF GLASS

TOP OF GUARDRAIL / HANDRAIL
1 - 1/2" O.D. 1/8" WALL

RECOMMENDED HANDRAIL
BRACKET LOCATION

LINE OF FINISH
FLOOR

3/4" (19 MM) MONOLITHIC
TEMPERED GLASS OR

13/16" & 27/32" (20.63 & 21.52 MM)
LAMINATED TEMPERED GLASS
USING DUPONT SENTRYGLAS+

INTERLAYER OR AN EQUIVALENT
IONOPLAST INTERLAYER

CRL RS0B2X
 STANDOFF  FITTINGS

LINE OF FINISH
FLOOR

TOP EDGE OF GLASS

TOP OF GUARDRAIL / HANDRAIL
1 - 1/2" O.D. 1/8" WALL

RECOMMENDED HANDRAIL
BRACKET LOCATION

NOSING LINE

TYPICAL STANDOFF GLASS RAIL ELEVATION
1 1/2" =1'-0"STANDOFF FITTING RS0B2X

TYPICAL SECTION
1 1/2" =1'-0"

TYPICAL ELEVATION @ STAIRS
1 1/2" =1'-0"
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1/2" [12.70 mm]

AIR GAPS TYP.

1/2" [12.70 mm]

AIR GAPS TYP.

TOE OF STAIR
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AutoCAD SHX Text
THESE HEAVY DUTY RAILING STANDOFFS ARE DESIGNED FOR GLASS HANDRAIL OR GUARDRAIL APPLICATION STANDARDS.  THE SINGLE STANDOFF FITTING HAS A 2" (51 mm) DIAMETER x 1-7/8" (48 mm) -  2-3/8" (61 mm) ADJUSTABLE PROJECTION FROM THE INSTALLED ATTACHMENT POINT. 

AutoCAD SHX Text
*  COMPACT DESIGN WITH BODY, CAP, AND MOUNTING STUD *  FOR USE WITH 3/4" (19 mm) TEMPERED MONOLITHIC GLASS APPLICATIONS OR 13/16" & 27/32" (13.52 & 21.52 MM) LAMINATED GLASS USING DUPONT SENTRYGLAS+  INTERLAYER OR AN EQUIVALENT IONOPLAST INTERLAYER.   DO NOT USE WITH RAW OR ANNEALED GLASS *  MATTE BLACK OR BRUSHED/POLISHED 316 GRADE STAINLESS STELL FINISHES AVAILABLE *  DESIGNED TO ATTACH TO STEEL, WOOD,  AND CONCRETE  SUBSTRATES
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CRL RS0B2X
STANDOFF FITTING
WITH CAP  316 GRADE
STAINLESS STEEL

(1) - 3/8-16" x 5"
THREADED SCREW
(ALL-THREAD) w/ NUT
& WASHER

STEEL TUBE 1/4" MIN.
WALL THICKNESS
PER ENGINEER
CALCULATIONS

(E) CONCRETE SLAB

3/4" MONOLITHIC
OR 13/16" & 27/32"
(20.63 & 21.52 mm)
LAMINATED GLASS

CRL RS0B2X
STANDOFF FITTING
WITH CAP  316 GRADE
STAINLESS STEEL

(1) - 3/8" x 4"
CONCRETE ANCHOR

3/4" MONOLITHIC
OR 13/16" & 27/32"
(20.63 & 21.52 mm)
LAMINATED GLASS

3/4" MONOLITHIC
OR 13/16" & 27/32"
(20.63 & 21.52 mm)
LAMINATED GLASS

(1) - 3/8"-16 x 1-1/2"
LONG THREADED
SCREW w/ WASHER

CRL RS0B2X
STANDOFF FITTING
WITH CAP 316 GRADE
STAINLESS STEEL

TYPICAL FASCIA MOUNT DETAIL
6" =1'-0"CRL RS0B2X ON STEEL CHANNEL SUBSTRATE

TYPICAL FASCIA MOUNT DETAIL
6" =1'-0"CRL RS0B2X ON STEEL TUBE SUBSTRATE

TYPICAL FASCIA MOUNT DETAIL6" =1'-0"

CRL RS0B2X ON CONCRETE SUBSTRATE

3/8" (9.5 mm) MIN. THICK
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WOOD BEAM

3/4" MONOLITHIC
OR 13/16" & 27/32"
(20.63 & 21.52 mm)
LAMINATED GLASS

CRL RS0B2X
STANDOFF FITTING
WITH CAP  316 GRADE
STAINLESS STEEL

(1) - 1/2" x 3"
WOOD SCREW w/
WASHER

TYPICAL FASCIA MOUNT DETAIL6" =1'-0"
CRL RS0B2X ON WOOD SUBSTRATE

F.O. GLASS TO
SUBSTRATE

F.O. GLASS TO
SUBSTRATE

F.O. GLASS TO
SUBSTRATE

F.O. GLASS TO
SUBSTRATE
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RS0B2X STANDOFF FITTING
1'-0" =1'-0"316 GRADE STAINLESS STEEL

FRONT VIEW SIDE  VIEW

TOP  VIEW
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WARNING:

1.  NOT RECOMMENDED FOR WOOD FASCIA ATTACHMENT
EXCEPT FOR CASES WITH ENGINEER'S APPROVAL.  FOR
WOOD OR ALUMINUM FASCIA APPLICATIONS, ENGINEER
TO SPECIFY MINIMUM HORIZONTAL & VERTICAL SPACING
BETWEEN STANDOFF FITTINGS AND TYPE OF MOUNTING
FASTENERS TO BE USED.

SEE
WARNING
NOTE

SEE
WARNING
NOTE

MOUNTING BOLT OPTIONS

3/8-16" X 5" LONG THREADED
S.S. SCREW (ALL-THREAD),
WASHER, LOCK WASHER,
NUT (BY OTHERS)

P/N: SHC38X112
3/8-16" X 1-1/2" LONG S.S
THREADED SCREW
w/ WASHER

P/N: LB12X3SS
1/2" X 3" LONG S.S.
WOOD SCREW w/
WASHER

2 3/8" [61.06]

1 7/8" [48.36]

1/2" [12.70]

ADJUSTABLE 1/2" GLASS PROJECTION

SUBSTRATE

F.O. GLASS TO
SUBSTRATE

F.
O

. G
LA

SS
 T

O
SU

BS
TR

AT
E

MAX. GLASS
PROJECTION

MIN. GLASS
PROJECTION

P/N: WBA38X4SS
3/8" X 4" LONG
S.S CONCRETE ANCHOR
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