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C.R. LAURENCE CO., INC.
PROFESSIONAL QUALITY

4X-33

For technical assistance in the United States call toll free (800) 421-6144; from Canada call toll free (877) 421-6144;
Outside the U.S. and Canada call (323) 588-1281. Ask for Tech Sales at Extension 7740. Toll free fax (800) 458-7496.
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GLASS CLAMPS
Glass-to-Glass 135° Moveable Transom Clamp
CAT NO. GCB335

Template Shown on Next Page

1-3/4"
(44mm)

1-5/16"
 (49mm)

2-3/8"
(60mm)

REAR VIEWFRONT VIEW

Specifications:
Material: Solid Brass
Glass Thickness Range: 5/16” (8mm) to 1/2” (12mm)
Template Required: 3/4” (19mm) Hole for transom, notch for fixed panel
Includes: Gaskets, screws and template

4T-27

*NOTE:  Do not exceed either maximum weight or width when choosing proper quantity of hinges.

GLASS CLAMPS
Glass-to-Glass 135° Moveable Transom Clamp
CAT. NO. GCB335

Specifications:
Material:   Solid Brass
Glass Thickness Range:  5/16” (8mm) to 1/2” (12mm)
Template Required:  3/4” (19mm) Hole for transom, notch for fixed panel
Includes:  Gaskets, screws and template

Template Shown on Next Page



For Technical Assistance in the United States and Canada 1.800.421.6144. Press 2, then option 1

© Copyr ight  2022,  C.R.  Laurence Co. ,  Inc_SDT22_22C.R. Laurence Co., Inc.    •    2503 E. Vernon Ave., Los Angeles, CA 90058     •    1.800.421.6144      •    crlaurence.com

ALWAYS USE DIMENSIONS
TO ENSURE ACCURACY

ALWAYS USE DIMENSIONS
TO ENSURE ACCURACY

ALWAYS USE DIMENSIONS
TO ENSURE ACCURACY

4T-28

IMPORTANT: Project Dimensions from outside edge of 45° Miter

GLASS CLAMPS
Glass-to-Glass 135° Moveable Transom Clamp
CAT. NO. GCB335

C.R. LAURENCE CO., INC.
PROFESSIONAL QUALITY

4X-34

For technical assistance in the United States call toll free (800) 421-6144; from Canada call toll free (877) 421-6144;
Outside the U.S. and Canada call (323) 588-1281. Ask for Tech Sales at Extension 7740. Toll free fax (800) 458-7496.
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GLASS CLAMPS
Glass-to-Glass 135° Movable Transom Clamp
CAT NO. GCB335
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 Important:
  Project Dimensions from
  outside edge of 45° Miter
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Typical Installation
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PROFESSIONAL QUALITY

4X-34

For technical assistance in the United States call toll free (800) 421-6144; from Canada call toll free (877) 421-6144;
Outside the U.S. and Canada call (323) 588-1281. Ask for Tech Sales at Extension 7740. Toll free fax (800) 458-7496.
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GLASS CLAMPS
Glass-to-Glass 135° Movable Transom Clamp
CAT NO. GCB335
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