
For technical assistance in the U
nited S

tates call toll free (800) 421-6144; from
 C

anada call toll free (877) 421-6144;
O

utside the U
.S

. and C
anada call (323) 588-1281. A

sk for Tech S
ales at E

xtension 7700. Toll free fax (800) 587-7501.
C

.R
. Laurence C

o., Inc.
crlaurence.com

C
.R

. L
A

U
R

E
N

C
E

 C
O

., IN
C

.
P

R
O

F
E

S
S

IO
N

A
L

Q
U

A
L

IT
Y

Specifications:
Glass Sizes:3/8" (10 m

m
) to 1/2" (12 m

m
) Thick Tem

pered Safety Glass
Construction: High Density Casting
Glass Fabrication Required: Cut-Out and Hole Required - See Reverse
Includes: Screws and Gaskets for 3/8" (10 m

m
) and 1/2" (12 m

m
) Glass

Available Patches:
- 0PF10L
- 0PF10R
- 0PF20L
- 0PF20R
Available Finishes:
- Brushed Stainless Steel
- Polished Stainless Steel

Use of Gaskets:
For 3/8" (10 m

m
) Glass:Use two gaskets on each side

For 1/2" (12 m
m

) Glass: Use one gasket on each side

Important Information:
The CRL Offset Door Patch is designed to allow the doors to be able to swing
a full 180º.  The center of the pivot point is m

easured from
 the centerline of

glass out and from
 the edge of the opening in.  These patches can be used

only
on single acting doors.

Recom
m

endations:
For public safety, we recom

m
end the use of tem

pered safety glass only 

SEE TEM
PLATE ON BACK

Refer to Dim
ensions Shown to Ensure Accuracy
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m
)
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NOTE:Both weight 
and door width capacities
m

ust be m
et when 

determ
ining door size.
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CRL OFFSET DOOR PATCH
Offset Pivot Door Top and Bottom

 Patch

Applicable to Cat. No.: 0PF20L, 0PF20R, 0PF10L, 0PF10R
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nited S

tates call toll free (800) 421-6144; from
 C

anada call toll free (877) 421-6144;
O

utside the U
.S

. and C
anada call (323) 588-1281. A

sk for Tech S
ales at E

xtension 7700. Toll free fax (800) 587-7501.
C

.R
. Laurence C

o., Inc.
crlaurence.com

A
V

D
3859A

_12/05

IM
PORTANT:

Project m
easurem

ents from
 the edge of glass.

6-11/32" (161 m
m

)

5-13/16" (148 m
m

)

2-11/16"(68 m
m

)

EDGE OF GLASS

EDGE OF GLASS

2-5/32" (55 mm)

1-13/32" (36 mm)

3-5/32" (80 mm) Radius

1-7/16"
(37 mm)

3-5/32" (80 mm)

7/8" (22 m
m

)
Diam

eter Hole

2-5/32" (55 mm)

Radius
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